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CLAIMS 



What is claimed is: 

1 . A system for information exchange in a component exchange system, the 
iponent exchange system being capable of data communications with at least one seller 

rocessor and at least one buyen processor, the at least one seller processor being adaptable for 
communicating characteristic da\a regarding a plurality of components to the component 
exchange system, and the at least pne buyer processor being adaptable for receiving the 
characteristic data from the component exchange system, comprising: 

a receiving system for receiving the characteristic data from at least one of the at least 
one seller processor; \ 

a converter for establishing a oata standard for the characteristic data and converting the 
characteristic data into standardized characteristic data in accordance with the data standard; and 

an extractor for presenting the standardized characteristic data to at least one of the at 
least one buyer processor. \ 

2. The system of claim 1, wherem the receiving system is capable of receiving the 
characteristic data from at least one of the at lefeist one buyer processor. 

3. The system of claim 1, wherein the converter is capable of establishing a set of 
data format requirements and is capable of verifyi^ that the characteristic data sufficiently 
complies with the set of data format requirements. \ 

4. The system of claim 3, wherein the receiving system is capable of converting each 
of the characteristic data that does not sufficiently compW with the data standard. 
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5. The system of claim 1^, wherein the data standard comprises a measurement 
standard for the characteristic data. 

6. The system of claim 1, wherein the data standard is selectable. 

7. The system of claim 1, wherein the extractor is capable of presenting the 
standardized characteristic data to at lea^ one of the at least one seller processor. 

8. The system of claim 1, wherein the extractor is capable of presenting all of the 
standardized characteristic data associated with at least one preselected component. 

9. The system of claim 1, wherein the extractor is capable of presenting all of the 
standardized characteristic data associated witma preselected seller processor. 
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10. A system for information exchange in a component exchange system, the 
component exchange system being capable of data conununications with at least one seller 
processor and at least one buyer processor, the at least one seller processor being adaptable for 
communicating characteristic dataVregarding a plurality of components to the component 
exchange system, and the at least one buyer processor being adaptable for receiving the 
characteristic data from the component exchange system, comprising: 



a receiving system for receivmg the characteristic data from at least one of the at least 
one buyer processor; \ 

a converter for establishing the data standard and for converting the characteristic data 
into standardized characteristic data in accordance with the data standard, the converter being 
capable of verifying that the characteristic data sufficiently complies with a set of data format 
requirements, said data standard comprising a measurement standard for presenting the 
characteristic data and being selectable; alad 

an extractor for presenting the standardized characteristic data to at least one of the at 
least one buyer processor. \ 
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1 1 1 . A method for exchanging information in a component exchange system, the 

2 component exchange system being capable of data communications with at least one seller 

3 processor and at least one buyer processor, the at least one seller processor being adaptable for 

4 communicating characteristic data regLding a plurality of components to the component 

5 exchange system, and the at least one buyer processor being adaptable for receiving the 

6 characteristic data from the component exchange system, comprising the steps of: 

establishing a data standard for the characteristic data; 
V A receiving the characteristic data from at least one of the at least one seller processor; 

^ \J converting the characteristic data into standardized characteristic data in accordance with 

^0 the data standard; and \ 

i V presenting the standardized charactemstic data to at least one of the at least one buyer 

l3 processor. \ 

£} 12. The method of claim 1 1 , fiirther comprising the step of verifying that the 

2 characteristic data sufficiently complies with aWt of data format requirements. 

1 13. The method of claim 1 1 , fiirther comprising the step of converting each of the 

2 characteristic data that does not sufficiently comply with the data standard into the standardized 

3 characteristic data. \ 

1 14. The method of claim 11, fiirther comprising the step of providing a measurement 

2 standard for generating the characteristic data. \ 

1 15. The method of claim 1 1 , fiirther comprising the step of selecting a data standard. 
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16. The method of claimU 1 , further comprising the step of presenting all of the 
standardized characteristic data associated with at least one preselected component . 



17. The method of claim 11, further comprising the step of presenting all of the 
standardized characteristic data associated with a preselected seller processor. 
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18. A method for exchanging information in a component exchange system, the 
component exchange system being enable of data communications with at least one seller 
processor and at least one buyer processor, the at least one seller processor being adaptable for 
communicating characteristic data regajrding a plurality of components to the component 
exchange system, and the at least one bmyer processor being adaptable for receiving the 
characteristic data from the component exchange system, comprising the steps of: 

establishing a data standard for tHe characteristic data; 

receiving the characteristic data fipm at least one of the at least one buyer processor and 
at least one of the at least one seller processor; 

verifying that the characteristic data sufficiently complies with the data standard; 

converting the characteristic data into standardized characteristic data in accordance with 
the data standard, said data standard compnlsing a measurement standard for presenting the 
characteristic data and being selectable; and\ 

presenting the standardized characteristic data to at least one of the at least one buyer 
processor and at least one of the at least one seller processor. 
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